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BAV2500/BAV4250 API
NOTE: The IP address used in the example in this document is 192.168.14.1. Make sure you use the correct IP address in your application. A raw connection to the IP address and port 80. Below is an example using PuTTY.
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Example of a successful command being sent:
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Data Format

POST /post.cgi HTTP/1.1
http://192.168.14.1/post.cgi

Content-Length: 21

Authorization: Basic YWRtaW4éYWRtawd= [$1]
Content-Type: application/x-www-form-urlencoded

channel-[$2]-[$3]=[%4]&

$1= hashed username/password. Currently set as “YWRtaW46YWRtaW4=". Will provide a combination
in the future.

$2 = parameter CH
$3 = parameter Type

$4 = parameter Data
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Input Matrix

Input value Output value

Value

0-3 0-3

lor0

Send a POST request with data format and data
Example: Input Ch2 > Output Chl

POST /post.cgi HTTP/1.1
http://192.168.14.1/post.cgi

Content-Length: 21

Authorization: Basic YWRtaW46YWRtaW4=
Content-Type: application/x-www-form-urlencoded

channel-0-mtxOut-1=1.
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CH value Type Value
03 mixerVol 0-99
03 mixerMute 1or0

Senda POST request with data format and data
Example: Ch2 Volume up

POST /post.cgi HTTP/L.1
http://192.168.14.1/post.cgi
Content-Length: 21

Authorization: Basic YWRtaWA6YWRtaWd=
Content-Typ:

channel-1-mixervol=-10&

Example: Mute Ch2

POST /post.cgi HTTP/L.1
http://192.168.14.1/post.cgi

application/x-wwiw-form-urlencoded
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Content-Length: 21
Authorization: Basic YWRtaWA6YWRtaWa=
Content-Type: application/x-www-form-urlencoded

ome.D

Senda POST request with data format and data
Example: Enable CH2 hpf

POST /post.cgi HTTP/L.1
http://192.168.14.1/post.cgl

Content-Length: 21

Authorization: Basic YWRtaW46YWRtaW:
Content-Type: application/x-www-form-urlencoded

channel-L-hpfEnable=18
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CHvalue Band value Type Value
03 02 enable 1or0
03 02 freq 20-20000
03 02 gain 1212
03 02 q 04-14
03 02 filter 0-5
filter Description

0 peak

1 Treble

2 Bass

3 notch

4 LpF

B HPE

Senda POST request with data format and data
Example: Enable ch1 band2

POST /post.cgi HTTP/L.1
http://192.168.14.1/post.cgi

Content-Length: 25

Authorization: Basic YWRtaWAGYWRtaWa=
Content-Type: application/x-www-form-urlencoded

channel-0-band-1-enable=18&

Example: set ch1 band2 filter (Treble)
POST /post.cgi HTTP/L.1
http://192.168.14.1/post.cgi
Content-Length: 25

Authorization: Basic YWRtaWAGYWRtaWa=
Content-Type: application/x-www-form-urlencoded

channel-0-band-1-filter=18&
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Save preset

Type Select Rename

savePreset 1-20 0-9,A-2,3-2

Senda POST request with data format and data
Example: select NO.3 save and rename 33

POST /post.cgi HTTP/L.1
http://192.168.14.1/post.cgl

Content-Length: 15

Authorization: Basic YWRtaWAGYWRtaW4=
Content-Type: application/x-www-form-urlencoded

savePreset:3=33&

4.2 Load preset

Type Select
loadpreset 1-20

Senda POST request with data format and data
Example: load No.3

POST /post.cgi HTTP/L.1
hitp://192.168.14.1/post.cgl

Content-Length: 12

Authorization: Basic YWRtaW46YWRtaWa=
Content-Type: application/x-www-form-urlencoded
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reset preset

Type Value

resetPreset 1

Senda POST request with data format and data
Example: Reset Preset

POST /post.cgi HTTP/L.1
http://192.168.14.1/post.cgi

Content-Length: 13

Authorization: Basic YWRtaWA6YWRtaWa=
Content-Type: application/x-www-form-urlencoded

cH Type Value
03 outConf 0-2
Value Description
0 4-8ohm
1 70V
2 100V

Senda POST request with data format and data
Example: set ch1 4-8ohm

POST /post.cgi HTTP/L.1
http://192.168.14.1/post.cgi
Content-Length: 19

Authorization: Basic YWRtaWAGYWRtaW:
Content-Type: application/x-www-form-urlencoded

channel-0-outconf=0%
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Type Value

powersaving Oor1
Value Description
0 on
1 Auto

Senda POST request with data format and data
Example: set power mode Auto

POST /post.cgi HTTP/L.1
http://192.168.14.1/post.cgl
Content-Length: 13

Authorization: Basic YWRtaWAGYWRtaWa=
Content-Type: application/x-www-form-urlencoded

| powersaving=18&
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‘ Basic options for your PuTTY session

Specify the destination you wantto connectto

HostName (or IP address) Port
192.168.14.1 80
Connection type:

@Raw (OTelnet ORlogin (OSSH (O Serial
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[POST /post.cgi HTTE/1.1
htep://192.168.14.1/post.cqgi

content-Lengtn: 21

Authorization: Basic YWRtaWdEYWRtaWd=
Content-Type: application/x-www-form-urlencoded

channel-0-mixertute=1s

HTTP/1.1 200 OK
connection: close

Content-Type: text/ntml
cache-Control: no-cache

("context": {"version":"FMSv0.9", "channels”: [{"mixerVol":-24.1000, "mixerMute":1, "]
hpfEnable”:0, "hpfValue™:70.0000, "treble”:0.1000, "bass"”:0.3000, "mex0ut”: [1,0,0,0]
| "bands": [("freq":125.0000, "gain":5.1000, "q":0.7000, "filter":5, "enable”:0}, ("fre|
795.0000, "gain®:4.0000, "q":0.7000, "£ilter":4, "enable":0}, { "freq":250.0000, "
a1n":0.0000, "q":0.7000, "£ilter":0, "enable":0}]}, {"mixerVol":-52.9000, "mixeriute
0, "hpfEnable”:0, "hpfValue":70.0000, "treble":0.0000, "bass":0.0000, "mex0ut": (0,1,
0,01, "bands": [("£req":63.0000, "gain":0.0000, "q":0.7000, "filter":0, "enable":0), {"|
£req":125.0000, "gain":0.0000, "q":0.7000, "filter" 0, "enable” 0}, ("freq":250.0000,
["gain®:0.0000,"q":0.7000, "£ilter":0, "enable":0}]}, {"mixerVol":~50.7000, "mixeriut]
e":1, "hpfEnable”:0, "hpfValue":70.0000, "treble":0.0000, "bass":0.0000, "mexOut": [0,
0,1,0], "bands": [ {"£req":63.0000, "gain":0.0000, "q":0.7000, "filter":0, "enable":0},
("freqn:125.0000, "gain®:0.0000, "q":0.7000, "filter":0, "enable":0}, ("freq":250.000|
0, "gain":0.0000, "q":0.7000, "filter":0, "enable":0}]}, {"mixerVol®:-50.7000, "mixerH]
uter:0, "hpfEnablen:0, "hpfValue”:70.0000, "treble”:0.0000, "bass" :0.0000, "mex0ut:
0,0,0,1], "bands": [{"freq":63.0000, "gain":0.0000, "q":0.7000, "£ilter":0, "enable
}, ("freq":125.0000, "gain":0.0000, "q":0.7000, "£ilter”:0, "enable”:0}, ("freq":250.0
000, "gain”:0.0000, "q":0.7000, "f1lter":0, "enable”:0}]}]}, "levelMeterIn®: [-78,~77,
-90,-70], "1evelmeteroucn: [-102,-114, 114, -114], "outputCont": [1,1,1,1], "powerSavi]
ng":0,"limiter": [0,0,0,0], "temperature”:50.0000, "fan":20.0000, "protect":0, "selec]
cedPresetIndex”:0, "uptime":8025, "presetName": ["Default","Default”,"Default!
[efaule”, "Default”, "Default", "Default", "Default”, "Default", "Default", "Default’
[efaule”, "Default”, "Default”, "Default", "Default”, "Default", "Default", "Default’
efaulcn))





image11.png
Get Reale. Get Beale.
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For Technical Support Call Toll Free: 800-626-6445
506 Kingsland r, Batavia, IL 60510
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