
• Stranded UTP (Unshielded Twisted 
Pair) Cat6A Cable rated at 550 MHz

• Supports 10gbe data transmission 
to/from 10GBase-T ports up to 
330ft/100m

• Supports use with 
10/100/1000Base-T devices

• Zero Clearance Protective Molded 
Boot with Snag-less Strain Relief Ends

• 100% Tested and Certified to Meet 
the EIA/TIA T568 A/B Standards

• ETL Tested and Verified, UL Listed
• Backwards compatible with Cat6

Category 6A (UTP) 
MHz Network Patch 

Cable 
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PART NUMBER LENGTH COLOR

CAT6A-1BK 1 ft Black
CAT6A-1BU 1 ft Blue
CAT6A-1GY 1 ft Gray
CAT6A-1WH 1 ft White
CAT6A-3BK 3 ft Black
CAT6A-3BU 3 ft Blue
CAT6A-3GY 3 ft Gray
CAT6A-3WH 3 ft White
CAT6A-5BK 5 ft Black
CAT6A-5BU 5 ft Blue
CAT6A-5GY 5 ft Gray
CAT6A-5WH 5 ft White
CAT6A-7BK 7 ft Black
CAT6A-7BU 7 ft Blue
CAT6A-7GY 7 ft Gray
CAT6A-7WH 7 ft White

PART NUMBER LENGTH COLOR

CAT6A-10BK 10 ft Black
CAT6A-10BU 10 ft Blue
CAT6A-10GY 10 ft Gray
CAT6A-10WH 10 ft White
CAT6A-14BK 14 ft Black
CAT6A-14BU 14 ft Blue
CAT6A-14GY 14 ft Gray
CAT6A-14WH 14 ft White
CAT6A-25BK 25 ft Black
CAT6A-25BU 25 ft Blue
CAT6A-25GY 25 ft Gray
CAT6A-25WH 25 ft White
CAT6A-50BK 50 ft Black
CAT6A-50BU 50 ft Blue
CAT6A-50GY 50 ft Gray
CAT6A-50WH 50 ft White


